### Features

- **Field reversible** *(exception of 3317 Johnston)*
- Thru-bolt design for ease of installation
- Standard 4-way latch provides versatility for most retrofit applications

### Certifications:
Meets BHMA ANSI 156.2, Grade 3 test standards

### Exposed Trim:
Levers: Solid Cast Zinc  
Rose: Brass

### Door Prep:
2-1/8” diameter (bore), Latch hole: 1” diameter (cross bore)

### Door Handing:
Non-handed except for the Johnston Single Dummy

### Rose Diameter:
2-9/16” (65mm)

### Keys:
(2) Cut keys provided with each entry lockset

### Cylinders:
Brass 5-pin Keyed Different - Schlage C keyway only  
*Keying by others*

### Door Thickness:
1-3/8” to 1-3/4” (35mm to 45mm)

### Backset:
1” x 2-1/4” (25mm x 57mm) Faceplate  
2-3/8” to 2-3/4” (60mm to 70mm) adjustable  
4-Way design (Square corner & Round corner faceplate provided)

### Strikes:
Round Corner Full Lip Standard  
Square Corner Full Lip and Tee Strike available separately

### Functions:
Passage, Privacy, Entry, Single Dummy

### Lever Options:
- Archer  
- August  
- Johnston  
- Withnell

### Finishes:
*Denotes finishes available with extended lead time

### Packaging:
Box Packed

### Warranty:
One Year
# 3300 Series — Grade 3 Tubular Leverset

## Function Chart

<table>
<thead>
<tr>
<th>Classification</th>
<th>Function</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Non-Keyed</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Passage*</td>
<td>10</td>
<td>Latchbolt operated by lever from either side at all times.</td>
</tr>
<tr>
<td>Dummy - Single</td>
<td>17</td>
<td>Pull one side, no mechanical operation.</td>
</tr>
<tr>
<td>Privacy</td>
<td>40</td>
<td>Latchbolt operated by lever from either side. Outside lever is locked and unlocked by turn button inside and can also be unlocked by emergency coin turn release outside. Closing door does not release turn button.</td>
</tr>
<tr>
<td><strong>Keyed</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Entry / Office</td>
<td>53</td>
<td>Deadlocking latchbolt operated by lever from either side except when outside lever is locked by turn button on inside. When outside lever is locked, operating key in outside lever unlocks locking device. Closing door does not release turn button.</td>
</tr>
</tbody>
</table>

* Passage function meets ADA requirements

## Levers

**Archer (ARC)**

**August (AUG)**

**Johnston (JHN)**

**Withnell (WTN)**
3300 Series — How to Order

<table>
<thead>
<tr>
<th>3353</th>
<th>ADJ</th>
<th>US26D</th>
<th>US26</th>
<th>AUG</th>
<th>SCC</th>
<th>KD</th>
</tr>
</thead>
<tbody>
<tr>
<td>FUNCTION</td>
<td>10 – Passage</td>
<td>US3</td>
<td>INTERIOR FINISH</td>
<td>SCC – Schlage C Only</td>
<td>KEYWAY</td>
<td></td>
</tr>
<tr>
<td></td>
<td>17 – Single Dummy</td>
<td>US10B</td>
<td>(if different)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>40 – Privacy</td>
<td>US15</td>
<td>US3</td>
<td>LEVER STYLE</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>53 - Entry</td>
<td>US26</td>
<td>US10B</td>
<td>ARC - Archer</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>US26D</td>
<td>US15</td>
<td>AUG - August</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>US26</td>
<td>*JHN - Johnston</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>WTN - Withnell</td>
<td></td>
<td></td>
</tr>
<tr>
<td>PRODUCT GROUP</td>
<td>BACKSET</td>
<td>KEYING</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>33 – Tubular, Grade 3</td>
<td>2-3/8” to 2-3/4” Adjustable</td>
<td>KD - Keyed Different Only</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>SQ and RD corner Faceplate Std</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Notes:
1. All entry locks supplied keyed different. Any other keying is provided by others
2. US3 and US26 finish, as well as split finish, will be subject to extended lead times
3. 3317 Johnston lever is handed. All others are non-handed