HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.

PRIMARY DIMENSIONS SHOWN IN INCHES, DIMENSIONS IN [ ] ARE MILLIMETERS.

DO NOT SCALE DRAWING

TOLERANCES:
FRACTIONAL: ±0.015"
ANGULAR: MACH: ±1° BEND: ±1°
TWO PLACE DECIMAL: ±0.01"
THREE PLACE DECIMAL: ±0.004"

Part # | A   | B   |
-------|-----|-----|
980P0009 | 9"  | 10 1/4 |
980P0012 | 12" | 13 3/4 |
980P0018 | 18" | 20 13/16 |
980P0024 | 24" | 27 15/16 |

WEIGHT: 0.31

REV. DESCRIPTION ECO NO. DATE
- CREATED IN RESPONSE TO CUSTOMER REQUEST - 11/4/2015

Q.A.
ENG. APPR.
DRAWN
TOLERANCES:
FRACTIONAL: ±0.015"
ANGULAR: MACH: ±1° BEND: ±1°
TWO PLACE DECIMAL: ±0.01"
THREE PLACE DECIMAL: ±0.004"

DO NOT SCALE DRAWING

Finish
Material

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.

Primary dimensions shown in inches, dimensions in [ ] are millimeters.

Do not scale drawing.

Tolerances:
Fractional: ±0.015"
Angular: Mach: ±1° Bend: ±1°
Two place decimal: ±0.01"
Three place decimal: ±0.004"

Weight: 0.31

Rev. Description ECO No. Date
- Created in response to customer request - 11/4/2015

Q.A.
Eng. Appr.
Drawn
Tolerances:
Fractional: ±0.015"
Angular: Mach: ±1° Bend: ±1°
Two place decimal: ±0.01"
Three place decimal: ±0.004"

Do not scale drawing.

Finish
Material

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.

Primary dimensions shown in inches, dimensions in [ ] are millimeters.

Do not scale drawing.

Tolerances:
Fractional: ±0.015"
Angular: Mach: ±1° Bend: ±1°
Two place decimal: ±0.01"
Three place decimal: ±0.004"

Weight: 0.31

Rev. Description ECO No. Date
- Created in response to customer request - 11/4/2015

Q.A.
Eng. Appr.
Drawn
Tolerances:
Fractional: ±0.015"
Angular: Mach: ±1° Bend: ±1°
Two place decimal: ±0.01"
Three place decimal: ±0.004"

Do not scale drawing.

Finish
Material

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.

Primary dimensions shown in inches, dimensions in [ ] are millimeters.

Do not scale drawing.

Tolerances:
Fractional: ±0.015"
Angular: Mach: ±1° Bend: ±1°
Two place decimal: ±0.01"
Three place decimal: ±0.004"

Weight: 0.31

Rev. Description ECO No. Date
- Created in response to customer request - 11/4/2015

Q.A.
Eng. Appr.
Drawn
Tolerances:
Fractional: ±0.015"
Angular: Mach: ±1° Bend: ±1°
Two place decimal: ±0.01"
Three place decimal: ±0.004"

Do not scale drawing.

Finish
Material

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.

Primary dimensions shown in inches, dimensions in [ ] are millimeters.

Do not scale drawing.

Tolerances:
Fractional: ±0.015"
Angular: Mach: ±1° Bend: ±1°
Two place decimal: ±0.01"
Three place decimal: ±0.004"

Weight: 0.31

Rev. Description ECO No. Date
- Created in response to customer request - 11/4/2015

Q.A.
Eng. Appr.
Drawn
Tolerances:
Fractional: ±0.015"
Angular: Mach: ±1° Bend: ±1°
Two place decimal: ±0.01"
Three place decimal: ±0.004"

Do not scale drawing.

Finish
Material