## NOTES

UL10C & UL10B Rated
Material - Vinyl

---

### Tolerances:

<table>
<thead>
<tr>
<th>Fractional</th>
<th>0.015&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>Angular</td>
<td>MACH: 1&quot;</td>
</tr>
<tr>
<td>Two Place Decimal</td>
<td>±0.065&quot;</td>
</tr>
<tr>
<td>Three Place Decimal</td>
<td>±0.030&quot;</td>
</tr>
</tbody>
</table>

---

### Drawing Information:

- **Drawing Number:** S-TW00280
- **Scale:** 1:1
- **Weight:** 0.21
- **Material:** FPVC
- **Finish:** BLACK
- **Tolerances:**
  - **Fractional:** ±0.015"
  - **Angular:** MACH: ±1" BEND: ±1"
  - **Two Place Decimal:** ±0.065"
  - **Three Place Decimal:** ±0.030"

---

### Drawing Details:

- **REV.**
- **DESCRIPTION**
- **ECO NO.**
- **DATE**
- **-**
  - **INITIAL CHECK IN**
  - 7/5/2017
- **01**
  - **UPDATED TOLERANCES FOR PPAP**
  - NPD16011
  - 8/11/2017

---

### Diagram:

[Diagram of Tile to Tile Vinyl Threshold]

---

**Proprietary & Confidential**

The information contained in this drawing is the sole property of Hager Companies, any reproduction in part or as a whole without the written permission of Hager Companies is prohibited.

Hager reserves the right to make design changes without notice. Call Hager Engineering at 1-800-325-9995 for the latest revision date of template.