HOLE LOCATIONS

PRIMARY DIMENSIONS SHOWN IN INCHES.
DIMENSIONS IN [ ] ARE MILLIMETERS.

4500 SVR EXIT DEVICE CHASSIS TEMPLATE
FOR USE WITH SVR & LBR DEVICES
(FOR PANIC AND FIRE RATED DEVICES)

(REV: 03)
DWG NO: T-ED00944
26490171

HAGER COMPANIES 139 Victor Street, St. Louis, MO 63104 • (800) 325-9995 • Fax (800) 782-0149

(4x) METAL: DRILL/TAP FOR 1/4"-20 MACHINE SCREWS.
WOOD: PRE-DRILL 1/8" HOLES.
SEXBOLTS: DRILL 5/16" CLEARANCE HOLES ON PUSH SIDE,
3/8" HOLES ON PULL SIDE.
TRIM: DRILL 5/16" CLEARANCE HOLES ON PUSH SIDE,
1/2" HOLES ON PULL SIDE.

(2x) METAL: DRILL/TAP FOR 1/4"-20 MACHINE SCREWS.
WOOD: PRE-DRILL 1/8" HOLES.
SEXBOLTS: DRILL 5/16" CLEARANCE HOLES ON PUSH SIDE,
3/8" HOLES ON PULL SIDE.

AFTER EXIT DEVICE IS CUT AND MOUNTED, INSTALL END CAP BRACKET CENTERED ON DEVICE.

RECOMMENDED HEIGHT MAY BE DETERMINED BY DESIGN SPECS.

5/8" CLEARANCE HOLE FOR BE & CE TRIM.
NOT REQUIRED FOR DUMMY TRIM.
FOR NL TRIM SEE INSTRUCTIONS/TEMPLATE FOR HOLE REQUIREMENTS.

(4x) METAL: DRILL/TAP FOR 1/4"-20 MACHINE SCREWS.
WOOD: PRE-DRILL 1/8" HOLES.
SEXBOLTS: DRILL 5/16" CLEARANCE HOLES ON PUSH SIDE,
3/8" HOLES ON PULL SIDE.
TRIM: DRILL 5/16" CLEARANCE HOLES ON PUSH SIDE,
1/2" HOLES ON PULL SIDE.

Primary dimensions shown in inches. Dimensions in [ ] are millimeters.