STANDARD INSTALLATION

Door Frame Stop

SECTION A-A

3/32" [2]

Y

1 1/8" [28]

1/8" [3]

PILOT HOLE 1-3/8" DEEP 2 PLACES

DUST BOX

SECTION C-C

1/4" [6]

3/16" [5] IF NOT USING DUST BOX

NOTES:
1. DIMENSION "Y" IS A FUNCTION OF DOOR THICKNESS.
2. TEMPLATE CAN BE USED WITH SQUARE CORNER FULL LIP STRIKE OR 1/4" RADIUS FULL LIP STRIKE.
3. STRIKE LOCATION MUST BE CHANGED RELATIVE TO THICKNESS OF DOOR SILENCER OR WEATHERSTRIPPING WHEN USED.

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.

PRIMARY DIMENSIONS SHOWN IN INCHES, DIMENSIONS IN [ ] ARE MILLIMETERS.

DO NOT SCALE DRAWING

Material <not specified>

Scale: 1/2

Weight: 1/8

Sheet 1 of 1