NOTES:

1. 3300 LOCKSETS REQUIRE #8-32 FLAT HEAD UNDERCUT SCREWS FOR MOUNTING ON METAL FRAMES. THESE SCREWS ARE NOT INCLUDED IN THE STANDARD UNIT BOX. SEE CHART FOR AVAILABLE SCREW PACKS.

2. CENTERLINE OF STRIKE MOUNTING HOLES MUST COINCIDE WITH THE CENTERLINE OF THE DOOR AS IT SITS IN THE FRAME.

REQUIRED SCREWS:

#8-32 x 1/4" UPHS

AVAILABLE FROM HAGER:

#8-32 x 3/4" UPHS (COMBO), 100 COUNT PACKS.

**FINISH | PART #**

**US3/4/10 | 2-300-0087**

**US10B | 2-300-0089**

**US15/26/26D | 2-300-0090**

EXAMPLE:

\[ A = \frac{1}{2} (1-3/4\" + 1/8\") = 1" \]
1. CENTERLINE OF STRIKE MOUNTING HOLES MUST COINCIDE WITH THE CENTERLINE OF THE DOOR AS IT SITS IN THE FRAME.

\[ A = \frac{1}{2} \text{ (DOOR THICKNESS)} + \text{SILENCERS OR WEATHER STRIPPING} \]

EXAMPLE: \( A = \frac{1}{2} (1-3/4') + 1/8' = 1'\)