NOTES:
1. INSTALL LOCK, INSERT THUMBTURN, POSITION THE ROSE AND MARK MOUNTING HOLES. REMOVE THUMBTURN AND PREPARE HOLES AS SHOWN.
2. ALIGN CENTERLINE OF STRIKE WITH THE CENTERLINE OF THE LOCK
3. RIGHT HAND PREP SHOWN

INTERIOR SIDE OF DOOR

EXTERIOR SIDE OF DOOR

DETAIL A

STRIKE PREP

WEIGHT: 0.45

STRIKE PREP TEMPLATE FOR SLIDING DOOR MORTISE LOCK, CYLINDER X THUMBTURN

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.

PRIMARY DIMENSIONS SHOWN IN INCHES. DIMENSIONS IN [ ] ARE MILLIMETERS.

DO NOT SCALE DRAWING
NOTES:
1. ALIGN CENTERLINE OF STRIKE WITH THE CENTERLINE OF THE LOCK
2. RIGHT HAND PREP SHOWN

INTERIOR SIDE OF DOOR

EXTERIOR SIDE OF DOOR

DETAIL B

OPTIONAL DUST BOX
NOTES:
1. ALIGN CENTERLINE OF STRIKE WITH THE CENTERLINE OF THE LOCK
2. RIGHT HAND PREP SHOWN

INTERIOR SIDE OF DOOR

EXTERIOR SIDE OF DOOR

<table>
<thead>
<tr>
<th>DIMENSION</th>
<th>MATERIAL (IN)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 1/4&quot; [31.8]</td>
<td>1 1/4&quot; [31.8]</td>
</tr>
<tr>
<td>2 3/4&quot; [69.9]</td>
<td>2 3/4&quot; [69.9]</td>
</tr>
</tbody>
</table>

STRIKE PREP

OPTIONSAL DUST BOX

DETAIL C

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.
NOTES:
1. INSTALL LOCK, INSERT THUMBTURN, POSITION THE ROSE AND MARK MOUNTING HOLES. REMOVE THUMBTURN AND PREPARE HOLES AS SHOWN.
2. ALIGN CENTERLINE OF STRIKE WITH THE CENTERLINE OF THE LOCK
3. RIGHT HAND PREP SHOWN

INTERIOR SIDE OF DOOR

EXTERIOR SIDE OF DOOR

OPTIONAL DUST BOX

DETAIL D

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.

PRIMARY DIMENSIONS SHOWN IN INCHES. DIMENSIONS IN [ ] ARE MILLIMETERS.

DO NOT SCALE DRAWING

WEIGHT: 0.46

MATERIAL: <not specified>

FINISH: .

DATE: 2/20/2019

REV.: A

SHR 4 OF 5
NOTES:
1. INSTALL LOCK, INSERT THUMBTURN, POSITION THE ROSE AND MARK MOUNTING HOLES. REMOVE THUMBTURN AND PREPARE HOLES AS SHOWN.
2. ALIGN CENTERLINE OF STRIKE WITH THE CENTERLINE OF THE LOCK
3. RIGHT HAND PREP SHOWN

INTERIOR SIDE OF DOOR

EXTERIOR SIDE OF DOOR

DETAIL E

STRIKE PREP

HAGER RESERVES THE RIGHT TO MAKE DESIGN CHANGES WITHOUT NOTICE. CALL HAGER ENGINEERING AT 1-800-325-9995 FOR THE LATEST REVISION DATE OF TEMPLATE.