SPECIAL HEAVY WEIGHT
FULL MORTISE REVERSE
SAFETY STUD TEMPLATE HINGES
ELECTRIC MONITOR TYPE EMN

Sizes: 4 1/2 x 4 1/2

**EMN Maximum Electrical Rating**

**Switch**
- Volts: 48V DC/AC
- Amperes: 1.0A

**Drilling Instructions**

**Note A:**
- Drill and Deburr ø 1" hole in frame reinforcement for wires.

**Note B:**
- Drill ø 1/2" holes in door and frame reinforcement for studs.

---

**Catalog Number Table**

<table>
<thead>
<tr>
<th>Steel Hinges</th>
<th>Stainless Steel Hinges</th>
<th>Metal Gauge</th>
<th>Knuckle Diameter</th>
</tr>
</thead>
<tbody>
<tr>
<td>HB950RSS-EMN</td>
<td>HB953RSS-EMN</td>
<td>.187</td>
<td>7/8</td>
</tr>
</tbody>
</table>

**(F) Distance from edge of leaf to swage line**
- 4 1/2 x 4 1/2

---

All dimensions are in inches.

Machine Screw Size: 1/4-20 x 1/2" F.H.

**Note:** This hinge is intended to be used in the center position.

Hospital type template hinges conform to the above screw size and location. They are designated by "HT" to catalog number.

Hager template hinges are made in size and with screw holes located to conform to ANSI-A156.7.

---

Hager reserves the right to make design changes without notice. Call Hager Engineering at 1-800-392-9998 for latest revision date of template.