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Circuit Board Identification
Number = "A20Ver.A"
(Version 3 Circuit Board)

On/Off Switch
LED Indicator
Light

Horn

NOTE:
1-1/8" or 1-1/4" Mortise Cylinder not included.1.
9 volt battery not included.2.
Installation Instructions included.3.

REV. DESCRIPTION ECO NO. DATE

01 ORIGINAL RELEASE CDP08001 4/28/2009

02 Updated Original Release CDP08001 11/16/2010

ITEM 
NO. QTY. DRAWING NO DESCRIPTION

1 1 S-ED00739 DOGGING COVER PLATE - ALARM 
KIT

2 1 S-ED00738 PLASTIC INSERT
3 1 S-ED00077 CYLINDER LOCKING PLATE
4 1 S-ED00029 CASH BOX NUT

5 1 S-ED00088 DOGGING PLATE SPRING CLIP
6 1 S-CK00013 CYLINDER COLLAR - 13mm

7 1 S-EA00020 GLASS INSERT FOR LED
8 1 S-EA00007 PCB MOUNTING PLATE
9 1 S-EA00008 EXIT DEVICE ALARM KIT PCB

10 1 S-EA00004 DIP SWITCH - ALARM TIME SETTING

11 1 S-EA00014 LIMIT SWITCH FOR PUSH BAR
12 3 S-EA00015 2 WIRE CONNECTOR - FEMALE
13 1 S-EA00030 SWITCH SUPPORT PLATE
14 1 S-EA00031 SWITCH NUT

15 1 S-ED00813 PUSH BAR DECORATIVE PLATE 
WITH PAINTED MESSAGE

16 2 pan cross head_ai #6-32 x 3/16" PHMS

17 1 lock washer spring 
regular_ai 1/4" Lock Washer

WEIGHT: 1.20

02S-EA00019
Per Order

Material <not specified>

TJS 11/16/2010
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