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SECTION A-A
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Required Cutout:
1-1/4" x 1-1/2" rectangular 
cutout,represented by the 

crosshatched area

Exit Device CL

REV. DESCRIPTION ECO NO. DATE

- Original Release 4/20/2011

WEIGHT: 0.18

-S-ED01225
-

Cast Stainless Steel

TJS 7/15/2010

-- Flush Mount StrikePROPRIETARY & CONFIDENTIAL

THE INFORMATION CONTAINED 
IN THIS DRAWING IS THE SOLE 
PROPERTY OF HAGER 
COMPANIES. ANY REPRODUCTION 
INPART OR  AS A WHOLE WITHOUT 
THE WRITTEN PERMISSION OF 
HAGER COMPANIES IS PROHIBITED. SHEET 1 OF 1

Q.A.

ENG. APPR.

DRAWN

TOLERANCES:
FRACTIONAL: 0.015"
ANGULAR: MACH:  1  BEND: 1
TWO PLACE DECIMAL: 0.01"
THREE PLACE DECIMAL: 0.004"DO  NOT  SCALE  DRAWING

FINISH

MATERIAL

REV.

A
DWG.  NO.SIZE

SCALE:1:1

HAGER RESERVES
THE RIGHT TO
MAKE DESIGN
CHANGES
WITHOUT NOTICE.
CALL HAGER
ENGINEERING AT
1-800-325-9995
FOR THE LATEST
REVISION DATE
OF TEMPLATE.

4952


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View4
	Section View A-A
	Drawing View6


