
 2.992±.008
76±0.20

 

9.630±.008
244.60±0.20

10.894±.008
276.71±0.20

8.150
207.01

7.638
194.01

.675
17.15

1.220
30.99

2.520
64.01

R.236
5.99

 (4X)

.343±.004
8.71±0.10

.632
16.05

8.780
223.01

7.880
200.15

.560
14.22

.440
11.18

R.748
19

 (4X)

A A

 120° 

R.512
13

SECTION A-A

.276±.004
7.01±0.10

.098±.004
2.49±0.10

.722
18.34

 35° 

REV. DESCRIPTION ECO NO. DATE

- NEW DRAWING - 1/18/2016

WEIGHT: 0.32

S-TA00975
AS SPECIFIED

304 Stainless Steel

MRJ 5/25/2012

-- LATCH GUARD W/ CUTOUT
PROPRIETARY & CONFIDENTIAL

THE INFORMATION CONTAINED 
IN THIS DRAWING IS THE SOLE 
PROPERTY OF HAGER 
COMPANIES. ANY REPRODUCTION 
IN PART OR  AS A WHOLE WITHOUT 
THE WRITTEN PERMISSION OF 
HAGER COMPANIES IS PROHIBITED. SHEET 1 OF 1

Q.A.

ENG. APPR.

DRAWN

TOLERANCES:
FRACTIONAL: 0.015"
ANGULAR: MACH:  1  BEND: 1
TWO PLACE DECIMAL: 0.03"
THREE PLACE DECIMAL: 0.010"DO  NOT  SCALE  DRAWING

FINISH

MATERIAL

A
DWG.  NO.SIZE

SCALE:1:2

HAGER RESERVES
THE RIGHT TO
MAKE DESIGN
CHANGES
WITHOUT NOTICE.
CALL HAGER
ENGINEERING AT
1-800-325-9995
FOR THE LATEST
REVISION DATE
OF TEMPLATE.

342D

REV.
-


	Sheet1
	Drawing View1
	Section View A-A
	Drawing View6
	Drawing View7


