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CYLINDER COLLAR
CYLINDER SHOULD BE FLUSH 
OR RECESSED IN COLLAR
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TOP VIEWDOOR EDGE
VIEW

NOTES:
  1. 1-1/8" CYLINDER PRESENTED
  2. CYLINDER LENGTH DEPENDENT ON DOOR THICKNESS
  3. 3835 PRESENTED, 3836, 3837, 3838, & 3839 SHARE SHOWN FEATURES

REV. DESCRIPTION ECO NO. DATE

- CUSTOMER REQUEST - 9/16/2015

WEIGHT: 6.58

-S-LS02027
-

Material <not specified>

KJW 9/16/2015

-- HARDWARE PROJECTION TEMPLATE
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Q.A.

ENG. APPR.

DRAWN

TOLERANCES:
FRACTIONAL: 0.015"
ANGULAR: MACH:  1  BEND: 1
TWO PLACE DECIMAL: 0.01"
THREE PLACE DECIMAL: 0.004"DO  NOT  SCALE  DRAWING

FINISH

MATERIAL

REV.

A
DWG.  NO.SIZE

SCALE:1:1

HAGER RESERVES THE RIGHT TO
MAKE DESIGN CHANGES WITHOUT
NOTICE.  CALL HAGER ENGINEERING
AT 1-800-325-9995 FOR THE LATEST
REVISION DATE OF TEMPLATE.

PRIMARY DIMENSIONS SHOWN IN INCHES,
DIMENSIONS IN [ ] ARE MILLIMETERS.
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